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Economy Valves
MODEL T70
Standard Part ID:T70-SS-RTT-L
Size Range:
1⁄4"–2"
Pressure Rating:
1⁄4"–1" 2000 WOG
11⁄4"–2" 1500 WOG
Steam Rating: 150 psi (WSP) 
Temperature Range: -20 to +450 OF

TWO PIECE  
ECONOFLO SERIES 
Model T80SS
Two Piece Econoflo Series 
STANDARD PRODUCT 
NUMBER
T80-SS-RRR-L
T82-SS-RRR-L

Pressure:
1000 MAWP/WOG / 150 SWP
Materials:
316 Stainless Steel - 
Standard
Carbon Steel - Optional
Temperature Range:

-20 °F to 450 °F
-28.9 °C to 232 °C
Size Range:
1/4” - 4”
Threaded Ends

sales@flotite.com WWW.FLOTITE.COM 910-738-8904

• Three Piece Body, Full Port Design
• Threaded, Socket-Weld or Butt Weld Ends
• Body: CF8M, 316SS
• RTFE Seats or TFM

EconoChem Series  Model 110
Three Piece SS Economical Type

Standard Part IDS
110-SS-1-RTT-L
120-SS-2-RTT-L
130-SS-3-RTT-L
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Brass Ball Valves

sales@flotite.com|910-738-890451-B2-TTT-LL
52-B2 with SS TRIM

2 Piece • Full Port • Threaded 
Connection • 600 WOG • with 
Latch Lock Handle

RB SERIES 
Model: T91-BZ
T92-BZ
Part ID: T91-BZ-TTT-L
             T92-BZ-TTT-L

51/52 JOJ Series

Direct Mount Brass
3 Way Valves

Resilient Seated Butterfly Valves

Performance Series
MODELS:
Wafer 51
Lug 52
SIZE RANGE:
2" – 36"
PRESSURE RATING:

2" – 12" 200 WOG / Bidirectional Flow 
14" – 24" 175 WOG / Bidirectional Flow 
250 WOG – Optional – Unidirectional 
Flow

Cartridge Seated 
with Phenolic 
Backed Seats
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• System2™ Sealing Technology provides longer cycle life
• 250 PSI / 16 Bar, non-shock at 70°F / 23°C full pressure rating
• Consistent operating torque with adjustment-free design
• Lockout/Tagout mechanism that secures directly to valve body for

enhanced safety
• Ergonomic handle for improved grip and comfort
• ISO mounting flange simplifies actuation
• Permanent markings, eliminates labels
• Integral footpad for skid or panel mount
• FPM or EPDM seals
• Double O-Ring stem seals
• Reversible PTFE seats – Standard
• Easy replacement for existing Hayward TB Series
• NSF / ANSI 61 and NSF / ANSI 372 Listed

OPTIONS

• Pneumatic or Electric Actuators
• Stem Extensions
• Manual Limit Switch
• Coupling for Actuator

MATERIALS

• PVC per ASTM D1784 Cell Class 12454
• CPVC per ASTM D1784 Cell Class 23447
• GFPP per ASTM D4101 Cell Class 85580 (Handle & Lock Plate)

TBH Series  
True Union Ball Valves
1/4" TO 2" / DN8 TO DN50 PVC AND CPVC 

KEY FEATURES & BENEFITS

Certified to 
NSF/ANSI 61 & 372

Disclaimer: Products and Dimensional data 
are subject to change without notice. Consult 
factory for possible updates.

TBH Series 
True Union Ball Valves

Certified to 
NSF/ANSI 61 & 372 

2-1/2" – 6"

NEW PRODUCT PREVIEW

• Available in PVC and CPVC
• Full Port Design Through 4"
• ISO Mounting Flange
• Lockout/Tagout Standard
• Ergonomic GFPP handle for

improved grip and comfort
• Permanent Markings
• Reversible PTFE Seats
• Double O-Ring Stem Seals
• NSF / ANSI 61 and NSF / ANSI 372 Listed

OPTIONS
• Pneumatic and Electric Actuators
• Stem Extensions
• Limit Switch LHB Series

• PVC Cell Class 12454 per ASTM D1784
• CPVC Cell Class 23447 per ASTM D1784
• GFPP Cell Class 85580 per ASTM D4101
• FPM and EPDM O-Ring Seals

MATERIALS

Actuator Ready
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BYV Series Butterfly Valve
PVC, CPVC AND GFPP 

BYV Series in GFPP 
with Hand Lever

BYV Series in CPVC 
with Gear Operator

Certified to 
NSF/ANSI 61 & 372 
PVC/EPDM 2" - 12" 

CPVC/EPDM 4" - 12" 

The Revolutionary and patent-pending BYV Series Butterfly Valve from Hayward features 
the most advanced thermoplastic design and construction in the industry today.

Available in multiple thermoplastic materials from 2˝ through 12˝, the BYV has an 
extremely robust body construction while lighter weight than a metal equivalent. 
The revolutionary hand lever design features a 72 spline interlock mechanism 
allowing for 19 stopping positions every 5 degrees. Additionally, the hand lever 
material incorporates a UV inhibitor for enhanced performance in outdoor 
applications. The BYV features reinforced lug holes and can be ordered with 
overmolded 316 stainless steel lugs for dead end service needs.

Designed for global use, the BYV is available in ANSI and DIN/EN flange patterns 
with a pressure rating of 150 PSI / 10 Bar across all sizes and materials. Finally, 
the BYV Series is Made by Hayward in the USA!

KEY FEATURES, BENEFITS AND ADVANTAGES
• One Piece Body and Disc in PVC, CPVC and GFPP Materials
• Revolutionary Hand Lever with 19 Lockable Stop Positions and

360° Interlock
• External Disc Position and Flow Indication
• Hydro-dynamic Centric Disc Design for Increased Flow Performance
• Over-Sized Liner Face Maximizes Surface Contact with Flanges
• EPDM, Viton® or Nitrile Liners
• 1-Piece 316 Stainless Steel Stem with Threaded Retaining Gland
• Stem Bearing and Seal Retainer for Absolute Stem Positioning and Sealing
• ISO 5211 Top Flange and Stem Drive
• All Sizes Meet ANSI B16.10 / ISO 5752 Narrow Face-to-Face Dimensions
• Pressure Rated at 150 PSI / 10 Bar in All Sizes @ 70°F Non-Shock

OPTIONS
• Over-Molded 316 Stainless Steel Lugs
• Lock Out Cap with or without Locking Tab for Padlock
• Gear Operators
• Complete Range of Pneumatic or Electric Actuators
• Stem Extensions
• 2˝ Square Operating Nut
• Chain Operator for Gear Box

TYPICAL APPLICATIONS
• Water and Wastewater Treatment
• Aquatic and Animal Life Support Systems
• Chemical Processing and Handling
• Marine and Corrosive Environments
• Mining
• Metal Plating and Surface Finishing
• Landfills / Environmental Infrastructure
• Water / Theme Parks

MATERIALS
• PVC per ASTM D1784 Cell Class 12454
• CPVC per ASTM D1784 Cell Class 23447
• GFPP per ASTM D4101 Cell Class 85580
• EPDM, Viton® and Nitrile Liners

BYV Series Butterfly Valve Lock Out Caps
FOR BYV SERIES 2" – 8" / DN50 - DN200

KEY FEATURES AND 
BENEFITS

• Designed to provide an integrated and corrosion resistant lock
out for BYV Series Butterfly Valves

• Robust design allows for quick and easy field lock out and
disc positioning of BYV Butterfly Valves

• Available with or without Stainless Steel locking tab for
padlock

• Made with Glass Filled Polypropylene with UV Inhibitor

• Bright orange color for easy identification

• Allows for external position indication of disc

Padlock Not Included

Flo-Tite, Inc.
4815 West 5th 

Street Lumberton, 
NC 28358

www.flotite.com
Tel: 910.738.8904 
Fax: 910.738.9112 
sales@flotite.com5



Flanged End - F150/F300
• Full & Reduce options - Size Range ½"–12"
• Flanged Ends–Full-Port Size Range ¼"–4"
• Stainless Steel/Carbon Steel
• Threaded Ends Reduced Port IPC body
• Threaded Ends ¼"–2"

Fusion Series - S23/T23
High Pressure
• ¼"–2" 2000 WOG
• 2½"–4" 1500 WOG

Steam Rated
• S23 => 250 WSP
• T23 => 150 WSP

High Temperature Applications
• Up to 550°F

Economy Valves
• Flanged & Threaded End Connections
• Stainless Steel/Carbon Steel
• Size range ¾"–12" 150/300#

Forged Brass Threaded & Solder End 
Connection T90 Series
• Multi-Port 3 & 4 Way Ball Valves
• 600 PSI
• Size ¼”–4”
• FM/UL/SR Certificates
• Lead-Free Designs

Multi-Choice Series - 300 Series
• Valve Versatility at an economical price
• 3PC Design
• Stainless steel/carbon steel
• Threaded, socket-weld, butt-weld connections
• Sizes ¼”–4”
• 1500 PSI

Flo-Tite, Inc.
4815 West 5th Street

Lumberton, NC 28358 www.flotite.com
Tel: 910.738.8904 
Fax: 910.738.9112 
sales@flotite.com

Your One-Stop-Shop 
for Valves & Automation

www.flotite.com
sales@flotite.com
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Resilient Seated Butterfly Valves

Performance Series
Built for Heavy Duty Applications

Ductile Iron Body
Disc: Nylon Coated
316SS or Bronze Disc
Seat: EPDM / Buna / Viton
ISO 5211 Top Flange

Size Range: 2"–24"
Pressure: 200 WOG

Chem-Tek Series
Designed for Corrosive Environments

316 Stainless Steel Standard
Body Special Duplex / Alloy 20
Seat: EPDM / Buna / PTFE / Viton
ISO 5211 Direct Mount
4 Drilled & Tapped Lugs, Ideal for Precise 
Alignment

Size Range: 2"–12"
Pressure: 150 WOG

HP Series
Fire Safe - Fire Pro Series

Wafer and Lug Type
Built to ANSI & API standards
Eccenctric Double Offset Design

Both Types
ANSI Class 150 / Class 300
Standard Material SS316
Or Carbon Steel WCB
Special Duplex SS / Alloy 20
17 - 4PH Shaft
Adjustable Stem Packing
with Gear or Actuator Mounted
Optional Valve Seats Available
ISO 5211 Top Flange

Size Range: 2"–48"
Pressure Classes: 150 / 300

Wafer Type
Class 150: Model BW630
Class 300: Model BW730

Lug Type
Class 150: Model BL630
Class 300: Model BL730

Triple Offset Butterfly Valves
Hi-Tek Series
Design Features

Full Flanged End
Wafer Type
Lug Type
Butt Weld
Metal Seats
Class VI Shut-Off

51 Model
Wafer Type

BW 630
Wafer Type
Class 150

52 Model
Lug Type

BL 630
Lug Type
Class 300

53 Model
Semi-Lug

53 Model
Semi-Lug

Triple Offsets

Size Range:
3”–48”

Pressure Classes:
150/300/600/900
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Your 

One-Stop-Shop

for all your Industrial Valves & Actuation.
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