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ACTUATION
AUTOMATION
ACCESSORIES & COMPONENTS

Precision Feeback. 
Intelligent Control. Reliable 
Automation.

VISIBLE
INDICATION

RAPID
SETUP

UNIVERSAL
COMPATIBILITY

RUGGED
RELIABILITY
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SOLENOID VALVES
AIR-CON SERIES
Direct-mount NAMUR layout eliminates external tubing,featuring a 30 to 120 psi 
pressure range and 100% continuous cycles.
30-120 PSI
Pressure Range

100%
Continuous Duty

NAMUR
Direct Mount

4-WAY/3-WAY
Convertible

STANDARD WEATHERPROOF MODELS
IP65 / NEMA 4

HAZARDOUS-AREA EXPLOSION PROOF MODELS
NEMA 7 / Class I, Div 1

S4ND24
24V DC

Energy-saving
continuous-duty coil.

S4ND120
120V AC

Standard 4-way or
3-way convertible.

S412A
120V AC

Highly responsive
pilot-operated spool
assembly.

S4X12A
120V AC

Heavy-duty Explosion 
proof solenoid coil 
enclosure for volatile 
processing lines.

S4X24D
24V DC

Heavy-duty explosion proof 
body for strict oil, gas, and 
chemical industry compliance.

S424D
24V DC

High flow capacity
manual override
configuration.

CORE AUTOMATION ADVANTAGES 
• Instant Visual Verification: Impact-resistant, high-contrast, color-coded visual indicator domes quickly verify       
             valve position from a distance
• Rapid Commissioning: Self-locking, touch-set, or hand-adjustable calibration cams dramatically reduce field 
             installation setup times and maintenance costs
• Universal Mechanical Integration: Built in strict accordance with standard ISO 5211 mounting bolt circles and 
             VDI/VDE 3845 NAMUR shaft outputs.
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SF01200-10UA7A3
NEMA 4 Weatherproof

• Enclosure: Corrosion-Resistant Weatherproof
• Switch Type/Rating:SPDT Electromechanical | 5A @ 125/250 VAC

• Design Features: Unique twin-shaft layout; simplifies field 
assembly,installation, and routing safety.  

• Enclosure: Compact low - profile design

• Switch Type/Rating: 2x SPDT Mechanical / Proximity Options

• Design Features: Rugged die-cast aluminum housing;NAMUR shaft output; dual 
1/2” NPT conduit paths.

• Cost Effective Design: Budget friendly highly economical manual limit switch 

SX01200-10U77E3
Explosion Proof

• Enclosure: Explosion-Proof Heavy duty, UL Class I/II Div 1, 
NEMA 4/4X

• Switch Type/Rating: 2x SPDT Mechanical | 5A @ 250 VAC / 
3A @ 24 VDC

• Design Features: Die-chromated aluminum body with 
polyester powder coating; UV-resistance polycarbonate dome.   

FLO-TITE – ALS-210
Weatherproof IP67

INDUSTRIAL AUTOMATION
LIMIT SWITCHES
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• Enclosure: Weatherproof IP67 | Conventional Housing

• Switch Type / Rating: 2x SPDT Mechanical / Proximity Options

• Design Features: High-visibility Open/Closed indicator dome; captive cover bolts 
protect against field loss.

• Cost Competitive Advantages – Like the ALS-210 provides a highly cost effective 
option, delivering full - scale industrial performance at a significantly lower cost.
   

FLO-TITE – ALS-310
Weatherproof IP67

• Enclosure: AccuTrak Weatherproof | NEMA 4/4X Aluminum

• Switch Type / Rating: 2x SPDT Mechanical | 15A @ 125/250 
VAC

• Design Features: Beacon™ 360° visual display; pre-wired 
numbered terminal strips; spring-loaded touch-set cams.
 

WESTLOCK - 2004NBY2A2M0200
AccuTrak Weatherproof | NEMA 4/4x

• Enclosure: AccuTrak Explosion-Proof | NEC/CEC Class I Div 1 
Group CD

• Switch Type / Rating: 2x SPDT Mechanical | 125/250 V-AC

• Design Features: Heavy-duty aluminum shell; dual 3/4" FNPT 
entries; tool-free self-locking calibration cams.
 

WESTLOCK - 2007NBY2B2M0200
AccuTrak Explosion-Proof
Class I Div 1 Group CD
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PNEUMATIC & ELECTRO-PNEUMATIC
VALVE POSITIONERS

• Enclosure: Rugged NEMA 4X / IP66 Die-Cast
Aluminum Enclosure with Polyester Coating

• Input Signal / Rating: Electro-Pneumatic 4-20 mA
Input

• Design Features: D1 NAMUR spindle with 90-degree scale; 
external zero and span calibration adjustments without cover 
removal; linear 90-degree C1 cam. 

FLO-TITE / VAC — V200ED190AC1

• Enclosure: Weatherproof NEMA 4 / IP66 Enclosure.

• Carbon-graphite filled PPA composite housing for
corrosion resistant applications.

• Input Signal / Rating: Pneumatic 3-15 PSI Control Signal

• Design Features: True modular V-Series architecture; 
direct-driven off positioner shaft; simple field upgradeability 
to electro-pneumatic. 

FLO-TITE / VRC — VP700-G
PNEUMATIC
POSITIONER

• Enclosure: Weatherproof NEMA 4 / IP66 Enclosure

• Input Signal / Rating: Electro-Pneumatic 4-20 mA 
Control Signal

• Design Features: Modular I/P converter with automatic 
pressure and temperature compensation; integral RFI 
protection.

•   

FLO-TITE / VRC — VE700-G
ELECTRO-

PNEUMATIC 
POSITIONER

ELECTRO-
PNEUMATIC

POSITIONER
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• Enclosure: Heavy-Duty Industrial Weatherproof
• Input Signal / Rating: High-Performance

Pneumatic Control
• Design Features: Precision pneumatic position

control for double-acting actuators; optimized high-
flow capacity with rapid response times.

POSI-TEK – PT-SP520DR21NN00
Pneumatic Postioner

POSI-TEK – PT-SP740DR211N00
Electro-Pneumatic Positioner

• Enclosure: Robust Corrosion-Resistant Enclosure
• Input Signal / Rating: Advanced Digital /Electro-
Pneumatic Control

• Design Features: Premium-tier modulation feedback;
stable vibration-resistant internal pilot valve assembly.

POSI-TEK – PT-SP760DR2112N00
Smart Positioner

• Enclosure: Rugged Industrial Process Environment Protection
• Input Signal / Rating: Electro-Pneumatic /Intelligent Control

Options.
• Design Features: High-accuracy balancing system; clear local

indicator; designed for rapid commissioning on standard rotary
actuation.



7

PRO-TORQ ELECTRIC ACTUATORS
POWER MEETS PRECISION

•FLO-TITE — PRO-TORQ SERIES (ELO-NA / ELO-
NB / ELO-ND)

•Enclosure: Weatherproof NEMA 4X / IP67
Compliant Enclosure

•Input Power / Voltage: 120 VAC and 24 VDC
Control Configurations

• Design Features: Quarter-turn execution delivering
up to 20,350 lbf-in torque; equipped with two volt-free
Form A auxiliary switches rated up to 10A @ 250
VAC; raised visual position indicator; ISO 5211
mounting with double square female drive; manual
override shaft/handwheel standard

• Fail-Safe Configurations: The Pro-Torq series offers
specialized Spring Return (Fail Safe) electric
actuators to provide positive mechanical shutdown
or line opening during critical power loss scenarios.

COMPACT ELECTRIC ACTUATORS
Ideal for Small Valves
1/4” - 1 1/4”
Valve Sizes

5 Second
OC Cycle Time

Energy Efficient
12W Design

Pro-Torque Compact Electric Actuator

• Enclosure: Weatherproof IP67 Compliant Enclosure | Compact Design

• Input Power / Voltage: 24 DC / 120 VAC

• Control Functionality: Standard On/Off execution with flexible feedback options including
4-20mA modulating with real-time monitoring and active system control feedback.



• Design Features: Quarter-turn execution delivering up to 10Nm (3,540 lbf-in)
torque;   energy-saving 12W power consumption; rapid
cycle operation completing travel in 5 seconds on DC voltages and 10 seconds on AC
voltages. Including intelligent multi-turn actuators for 3-way valve applications.

• Universal ISO mounting design, ideal for smaller size valves ranging from ¼” –1 ½”

ACTUATOR ACCESSORIES & SPEED CONTROLS

ROSS CONTROLS 
SERIES 19
•Enclosure/Body: Premium Low-Profile

Cast Aluminum Shell
•Pressure Range: 5 to 150 psig (0.3 to
10 bar) high-capacity operating limit.
•Performance Rating: Extended media
temperature thresholds of -40°F to 175°
F with available high-flow coefficients up
to 50.
•Design Features: High-end brass stem
indicator provides premium visual
confirmation of flow rate adjustment.
Equipped with a positive locking
mechanism to prevent tampering or drift
in high-vibration severe service lines.

FAIRCHILD 632S2NSG
Enclosure: Epoxy-Coated No-
Brass Aluminum Body | Rugged 
NEMA 4X / IP66
•Rating & Capacity: 300 psig
maximum supply pressure, 2 to 120
psig adjustable output range, 25
SCFM nominal flow capacity.
•Filtration & Sensitivity: Integrated
5-micron filter element inside a
dripwell bowl with an accessible
drain plug. Delivers precision
regulation.
•Standard Trim Included: Factory
pre-configured with a screw
actuator and an integrated 2"
pressure gauge. Located on the
official Flo-Tite Actuator
Accessories Guide.

FLO-TITE INLINE 
SPEED CONTROL

•Application: Direct actuator
cylinder mounting or line-
integrated velocity control.
•Functionality: Offers
reliable, cost-effective
adjustment of actuator stroke
speed for standard
automation packages.
•Design Features: Compact
footprint, durable
construction, and lockable
needle valve system to
preserve field timing
calibration against pipeline
vibration.

4815 West 5th Street
Lumberton, NC 28358

910-738-8904

sales@flotite.com

www.flotite.com
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