
API
Trim

Number
Material Seat Disc Backseat Stem Notes

18 Alloy 20 and Hard faced Stellite Stellite Alloy 20 Alloy 20

15 304 and Hardfaced Stellite Stellite 304 304

316 and Hardfaced Stellite Stellite 316 316

17 347 and Hardfaced Stellite Stellite 347 347

11 Moneland Stellite Monel Monel Monel

10 316 316 316 316 316

12 316 and Hardfaced Stellite 316 316 316

13 Alloy 20 Alloy 20 Alloy 20 Alloy 20 Alloy 20

14 Alloy 20 and Hard faced Stellite Alloy 20 Alloy 20 Alloy 20

5A Hardfaced Ni-Cr Ni-Cr 410 410

6 410 and Cu-Ni Cu-Ni Cu-Ni 410 410

7 410 and Hard 410 Hard 410 Hard 410 410 410

8 410 and Hardfaced Stellite 410 410 410

8A 410 and Hardfaced Ni-Cr 410 410 410

9 Monel Monel Monel Monel Monel

Sears 750 BHN min.

1 410 410 410 410 410

2 304 304 304 304 304

3 F310 310 310 310 310

4 Hard 410 Hard 410 410 410 410

5 Hardfaced Stellite Stellite 410 410

Seas 750 BHN min.

Pressure Range:

ANSI 150-2500
API 624

Low Emissions

Certified Valves

Various

Materials

Avaiable

Fabricated

Automation

Available

API 624

LOW EMISSIONS

CERTIFIED
Size Range:

2” - 24”
(optional sizes
through 48”)


